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•  Colour - transparent.
•  Environmentally friendly, non-toxic, and odourless.
•  Excellent tensile strength, elongation and waterproofing perfor-
mance. 

•  Good resistance to ageing, alkali and acid.
•  Mildew resistance.
•  Easy to apply and long lasting.

•  Substrates should be clean, flat and free from grease, oil, or dust.
•  Using a brush or roller, apply WaterProof Glue directly on the 
surface after stirring the waterproof glue until it becomes smooth 
in consistency. (If WaterProof Glue consistency is too dense, you 
can add water.)

•  WaterProof Glue needs to be applied about 3 to 4 coats. It is 
recommended that the thickness should not be beyond 0.7 mm 
per coating film.

•  Substrates should be clean, flat and free from grease, oil, or dust.
•  Using a brush or roller, apply WaterProof Glue directly on the 
surface after stir ring the waterproof glue until it becomes smooth 
in consistency. (If WaterProof Glue consistency is too dense, you 
can add water.)

•  WaterProof Glue needs to be applied about 3 to 4 coats. It is 
recommended that the thickness should not be beyond 0.7 mm 
per coating film.

Silicone, Rubber.

EasyFix WaterProof Glue is a silicone rubber waterproof coating that 
is single component, water-based and environmentally friendly.

The total thickness of the coating films needs to be at least 1.0 mm. 
After the first coat is cured (curing time: 4 to 8 hrs, apply the second, 
and the second coat should be applied at a right angle to the first 
layer.



Resistance to crack :     4.5-6mm

Appearance :     Transparent

PH :     6-8

Solid content  :     Transparent   (≥50%) 
        

Tack free time :     <45min   
      

Permeability :     Permeate into the substrate 0.3mm
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Packaing 500g / Pail

Shelf Life 24 months

Precaution

Storage •  Can be stored for (24) months in unopened packaging.
•  Keep in a well-ventilated area away from direct sunlight and water.
•  Environment temperature should not be less than 0°C.
•  As this product is non-toxic and non-flammable, it can be stored 
and transported with ease.

Consumption

Technical Data

•  If brush 1.0mm thickness, it will use 1.5kg/sqm-1.8kg/sqm.
•  If brush 1.5mm thickness, it will use 2.0kg per square meter.
•  If brush 2.0mm thickness, it will use 3kg/sqm.

The total thickness of the coating films needs to be at least 1.0 mm. 
After the first coat is cured (curing time: 4 to 8 hrs), apply the 
second, and the second coat should be applied at a right angle to the 
first layer.
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DISCLAIMER The above information provided herein is based on the present state 
of our knowledge and practical experience. Since the product is 
often used under different conditions beyond our control. We cannot 
guarantee anything but the quality of the product itself. All the rights 
are reserved to change the data without any notice.

Elongation :     600%

Flexibility at  :     -20°C 
low temperature      

Tensile strength :     1.2MPa
      

Water Tightness :     0.3MPa, 30min, impermeable 
      

Immersed in mixed solution (CaOH2 saturated 
solution and 0.1% NAOH solution), room tem-
perature (15°C), 15days, no falling off.

100 ± 1°C, 6 hours, no flowing, no bubble, no 
falling off.

Alkali resistance  :     

Heat resistance  :        
   


